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CABINET SPECIFICATIONS
Refrigeration system: Side mounted, integral refrigeration unit
Electronic controller: CAREL ‘easy’ electronic controller
Refrigerant: R134a / 340g
Nominal compressor capacity: 671 Watts
Cabinet internal volume: 733 litres
Climatic Class: 4
Operating temperature: 0°C to +5°C up to 4 hours up to 30°C ambient (with pan covers raised)
Electrical: 230-240 Volts a.c. 50 Hz, Chiller: 3.05 Amps
Internal lighting: n.a.
Power cord: 2m flexible power cord with 3-pin plug
Doors: Two solid stainless steel self-closing doors - LH and RH hinged
Drawers: Two refrigerated stainless steel drawers with individual key locks
Internal door opening size: Two door openings: 575mm high × 565mm wide
Shelves: One adjustable shelf per door: 610mm wide × 610mm deep
Weight: 148 kg

BC240-PS
Centaur Horizontal Pizza Counter Chiller
Type: BC240-PS-22RRRS-E

* Depth of 953mm includes 25mm rear spacer
* Depth is 870mm with cutting board removed

CABINET DIMENSIONS
 External Internal
Height: 1050mm 600mm
Width: 2370mm 1900mm
Depth: 953mm* 680mm
Floor area: 2.33m2
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Removable 
swing service door

Refrigerated stainless steel drawers (suitable for 
150mm deep gastronorm containers, not included)

Power cordSide mounted 
integral 
refrigeration unit

Removable 490mm deep 
cutting board benchtop

CAREL ‘easy’ 
electronic 
controller

25mm rear
spacer

Supplied with 12 × 1/3 pans (176mm wide × 325mm deep) 
with 3 hinged pan covers

Swivel castors (front locking) or four 
adjustable legs (100-160mm)

Solid swing doors
Hinged pan

covers (raised)


